FORM ALL EXPOSED

CONCRETE. PROVIDE .

1 CHAMFER
ALL' AROUND

ALL CONDUIT SHALL
BE INSTALLED WITHIN
12 X 18"
RECTANGLE

7

NOTES
1. INSTALL FOUR ¥; INCH DIAMETER X 12 INCH MINIMUM LENGTH APPROVED
J-BOLTS TO ANCHOR THE CABINET BASES, THE ANCHOR BOLTS SHALL BE

GALVANIZED STEEL AND LOCATED AS DIRECTED BY THE ENGINEER TO
PROPERLY ANCHOR THE CONTROL CABINET TO THE BASE.

2. CONTROL CABINET BASE TOP SURFACES SHALL BE TROWEL FINiSHED AND LEVEL,
PRIOR TO CABINET INSTALLATION. LEVELING OF TOP SURFACES AFTER CONCRETE
BASE HAS CURED SHALL OMLY BE ACCOMPLISHED: BY GRINDING.

3. MAINTENANCE PLATFORMS ARE NOT REQUIRED WHEN THE SURROUNDING AREA IS PAVED.

" 4. CONCRETE FORM DEPTi-l BELOW FINISHED GRADE SHALL BE &7 MAXIMUM,
CONCRETE FORMS SHALL BE REMOVED AFTER CONCRETE HAS SET.

5. CONCRETE MAINTENANCE PLATFORM AND CABINET FOUNDATION FOR CABINET
SHALL BE A MONOLITHIC POUR.

6. WHEN REQUIRED TO CONNECT NONMETALLIC CONDUIT TO METALLIC CONDUIT, OM.Y ADAPTER
FITTINGS, U.. LISTED FOR ELECTRICAL USE, SHALL BE USED,

7. CONDUIT HEIGHT ABOVE THE CONCRETE BASE SHALL BE 3 INCH.
6 X THE DIAMETER.

8. MINIMUM BENDING RADIUS OF CONDUIT =

9. ALL METALLIC CONDUIT ENDS SHALL BE REAMED AND THREADED.

10. CAP ALL BELOW GRADE METALLIC CONDUIT ENDS IN WHICH WIRE OR CABLE IS NOT BEING
INSTALLED.

I, PLUG ALL BELOW GRADE NONMETALLIC CONDUIT ENDS IN WHICH WIRE OR CABLE 1S NOT
BEING INSTALLED.

ALL CONDUIT ENDS AT THE TOP OF CONCREYE BASES SHALL BE CAPPED IF METALLIC OR
PLUGGED IF NONMETALLIC IMMEOIATELY AFTER PLACEMENT AND BEFORE CONCRETE IS
POURED. CONDUITS IN WHICH WIRE OR CABLE IS NOT BEING INSTALLED SHALL REMAIN
CAPPED OR PLUGGED.

13. ALL METALLIC CONDUIT ENDS AT TOP OF CONCRETE BASES SHALL HAVE BUSHINGS AND

X

FRanD ALL NON METALLIC CONDUIT ENDS AT TOP OF CONCRETE BASES SHALL HAVE END BELLS.
NUMBER, SIZE AND CRIENTATION OF CONDUITS AS
SHONN AT A MINIMUM, UNLESS OTHERWISE NOTED
ON THE INDIVIDUAL SITE PLANS
¥ CONDUIT - 6" STUB
FOR GROUNDING WIRE
10 SECOND > ENTRANCE
GROUND ROD
WELBED, CLAMPED CONNECTION
" TO GROUNDING WIRE
57 DIA. X 10'-C . OF 2 CONNECTIONS}
COPPERCLAD
GROUND ROD
4 OF 2, 6 APART)
IYPICAL DETAIL
CONCRETE BASE, CONTROLLER CABINET
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